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free 
standing

50% reduced 
assembly time

plug & play 
electronics

circularPatented
zipper joint

easily stored 
and re-used

completely 
customis-

able
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Zipperpod™

A free-standing system that can be manufactured to meet your 
specification and re-usable many times over; that’s what makes it 
unique.

The Zipperpod™ can be specified up to your precise measurements. 
When you do not need custom sized spaces, we have carefully 
selected standard configurations at our disposal.
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Pods

Zipperbooths™ and Zipperpods™

Standard configurations can be finished with a wide range of 
materials, such as wood, fabric, and metal. Aluminium profiles can 
be powder coated in any RAL colour.

|Zipperpod™

Jeker
D: 1092
W: 1092 
H: 2200

Spui
D: 1392 
W: 2898 
H: 2200

Raam
D: 1092 
W: 2088 
H: 2200

Amstel
D: 1092 
W: 1092 
H: 2200

Zaan
D: 2088 
W: 2088
H: 2200

Vecht
D: 1092 
W: 2088
H: 2200

Standard fitted with:

• Panels exterior finished in plain colour 
laminate, interior upholstered.

• Glazed panels incorporate high 
quality acoustic laminated glass.

• Toughened safety glass hinged door

• Standard units include ceiling, 
lighting, ventilation and electrification.
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Lek
Depth: 2892 
Width: 2892 
Height: 2200

Gaasp
Depth: 5505 
Width: 2892 
Height: 2200

IJssel
Depth: 2892
Width: 5505 
Height: 2200

Gouwe
Depth: 5505 
Width: 5505 
Height: 2200

2018 |

Gein
Diepte: 2892 
Width: 8484 
Height: 2200

Open Meeting Spaces
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Linge
Depth: 1992 
Width: 2892 
Height: 2200

Spaarne
Depth: 2892 
Width: 2892 
Height: 2200

Berkel
Depth: 1392 
Width: 1992 
Height: 2200

Dinkel
Depth: 1392 
Width: 3888 
Height: 2200

Donge
Depth: 1392 
Width: 1992 
Height: 2200

Aa
Depth: 1392 
Width: 3888 
Height: 2200

Offices
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Rijn
Depth: 3792 
Width: 4692 
Height: 2200

Maas
Depth: 2892 
Width: 4692 
Height: 2200

Eems
Depth: 1992 
Width: 1992 
Height: 2200

Merwede
Depth: 1892 
Width: 3888 
Height: 2200

Waal
Depth: 2892 
Width: 3792 
Height: 2200
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Integrated cable management for power and data. AV 
supported including bracketry for large monitors. 
Zipperpod™ service beam incorporates PIR switched LED 
lighting that has on demand adjustable LUX and Kelvin levels. 
Ventilation through the service beam provides adjustable air 
flow into the pod.

Equipped for the most 
demanding commercial 
environment 

Through live site testing 
by independent third 
party acoustician’s 
Zipperpod™ is certified 
with a sound 
level reduction 
rating of 43dB.

| Zipperpod™
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Productivity is enhanced through adjustable integrated LED 
lightning and ventilation.

A wide range of accessories can be specified, such as socket 
outlets, additional lighting, television screens, etc.

Standard configurations |
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The Zipperpod™ has been developed as the flexible, 
circular and scalable alternative to traditional interior 
wall systems offering complete creative freedom. 
Every aspect can be adjusted as required, creating a 
“space-in-a-room” that perfectly matches your vision 
of your company profile.

Imagine a blank canvas the ability to change colours, 
textures and visual statement of your pod.
Small details such as zipper colour can enhance the 
pod’s visual identity.

All aspects of its design is 
specifiable

| Zipperpod™
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Zipperpod™ Inherently has the ability to extend or decrease in size, 
shape or form through its circular characteristics.

Technology, process and our working lives constantly evolve. 
Zipperpod™ can be adapted to change providing new facilities and 
infrastructures that meet and support future working practice. 

Future-proofing

| Zipperpod™



p.13

Through patented zipper joints easy and 
quick reconfiguration is possible with minimal 
disruption.

Custom |
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Profiles  Zipper Ceiling

Panel finish options

1) Glass (plus manifestation)

2) Wood veneer

3) Laminate (HPL/MFC)

4) Printed

5) Back painted glass

6) Magnetic

7) Vinyl

8) Upholstered (pinnable & 
non-pinnable)

RAL powder 
coating

74 tape 
colours

Ecophon 
‘Sonar’

Anodising 10 chain 
colours 

43dB 
Zipperpod™ 
Ceiling tile

| Zipperpod™
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Circular
The design of the Zipperpod™ 
enables parts to be re-used for 
future applications. End of service 
life components become the 
material resource for new pods.

Funding
A circular product requires a 
circular funding model. Funding 
options include, purchase, hire, 
sell back or lease.

Simplicity
The product’s simplicity allows 
for quicker assembly and 
disassembly (up to 50% quicker 
than common pod systems). 
The product doesn’t attach 
to its environment, ensuring 
the floors, walls or ceilings 
remain undamaged. Installation 

Summary of benefits
hardly requires any tools so the 
environment experiences little to 
no inconvenience. 

Flexible
The Zipperpod™ has no 
limitations in terms of creating 
“space-in-a-room” environments. 
Applications such as meeting,  
concentration, task or 
communication spaces.

Complete
The Zipperpod™ can be fitted 
with a adjustable LED lighting 
system, various electrical and/
or data provisions, ventilation. A 
Zipperpod™ can be made into 
a 43dB room (speech privacy & 
confidentiality) by means of an 
acoustic treatments specially 
designed for the Zipperpod™.

Individual
There are hardly any restrictions 
to equipping the Zipperpod™ 
benefiting (immediate & future) 
corporate, educational and public 
facing environments. Effortless 
realisation of individual designs 
and identity.

USP |



Zipperwall® support team is contactable at:
info@zipperwall.com Or call us on: 
+31 294 728 050 
We love talking about this world class product.

Visit our website:
https://www.zipperwall.com

Technical support and further 
information:

Zipperwall® | Zuiderzeelaan 107 | 1382 JV Weesp | The Netherlands
Email: info@zipperwall.nl | Phone: +31 294 728 050 | Web: https://www.zipperwall.com


